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Xtreme Turf WX50

Product Specifications

Product Description
Xtreme Turf WX 50 is designed for football use and consists of a blend of  
polyethylene fibers in a woven system. The interlocked fibers create dimensional 
stability. The woven system offers excellent pile fixation, no pile direction, and 
high water permeability features. The lack of PU or latex coating, offers better 
opportunities for recycling. 

The system is installed over a suitable substrate provided by the buyer in  
accordance with designs and specifications recommended by Act Global Sports.  

Compact sub-base 

Weed barrier mesh

Rock aggregate 

Infill 

Monofilament 

Woven backing 

Yarn					     Polyethylene 
Pile Weight				    1,560 g/m2
Dtex					     12,000/6
Fiber Thickness			   240 µm
Backing Weight			   730 g/m2
Coating Weight			   110 g/m2
Total Weight				    2,400 g/m2
Pile Height				    50 mm
Backing				    Polyproelene
Knots 					    10,400 knots/ m2
Fibers					    124,800 fibers/ m2
Fiber fixation				   W-type
Width					     4 m
Perforation				    Yes
Infill					     Sand 13 kg/ sqm
					     Rubber 8 kg/ sqm
Colour 				    Bicolour

Włokno: Polietylen
Waga włókna

Dtex

Waga całkowita
Wysokość włókna

podkład:
Pęczki: 10 400 pęczków/m2
włókna:

Xtreme Turf WX 50 jest zaprojektowane do piłi nożnej i składa się ze zbioru tkanych włókien polietylenowych.
Splątane włókna tworzą wymiarową stabilność. System trawy tkanej zapewnia świetne ułożenie włókna i wysoką
przepuszczalność wody. Brak poliuretanu albo lateksu w podkładzie oferuje lepsze możliwości do recyklingu 




